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(at 120Hz) 

 

 

                                   

 

É   SPECIFICATIONS  

Item Performance Characteristics 

Category Temperature Range -55 ~ +105Ņ 

Working Voltage Range 6.3 ~ 50Vdc 

Capacitance Range 10 ~ 3,300 ɛF 

Capacitance Tolerance ±20%  (at 25Ņ and 120Hz) 

Dissipation Factor 

(tanŭ) 

(at 25Ņ, 120Hz) 

 

 

 
 

The above values should be increased by 0.02 for every additional 1000ɛF 

Rated Voltage (V) 6.3 10 16 25 35 50 

tanŭ(Max) 
6ɲ.3~ɲ 10 0.22 0.20 0.16 0.14 0.12 0.12 

1ɲ2.5 0.26 0.22 0.18 0.16 0.14 0.12 

Leakage Current 
( 6ɲ.3~ɲ 10) I=0.01CV or 3ɛA whichever is greater impress the rated voltage for 2 minutes. 

( 1ɲ2.5) I=0.03CV or 4ɛA whichever is greater impress the rated voltage for 1 minute. 
I : Leakage current (ɛA)  C : Rated capacitance (ɛF)  V : Rated voltage (V)  

Low Temperature Characteristics 

Impedance Ratio(MAX) 

 

Endurance 

The following specifications shall be satisfied when the capacitors are restored to 25°C after subjected to DC 

voltage with the rated voltage is applied for 3,000 hours (ɲ 6.3x5.8 for 2,000 hours) at 105°C 
 

Capacitance change ͮ ±30% of the initial value 

Dissipation factor(tanŭ) ͮ 300% of the specified value 

Leakage current ͮ specified value 

Shelf Life 

The following requirements shall be satisfied when the capacitor are restored to 25Ņ after exposing them for 1,000 

hours at 105Ņ without voltage applied. 

Capacitance change ͮ ±30% of the initial value 

Dissipation factor(tanŭ) ͮ 300% of the specified value 

Leakage current ͮ 200% of the specified value 
      

Others Conforms to JIS-C-5101-4 (1998), characteristic W 

   

É DIMENSIONS (mm)  

  
Code Size ʌD L ♪ A B C W P 

6358 6.3×5.8 6.3 5.8 
+0.4 

-0.1 
6.6 6.6 7.3 0.5~0.8 2.1 

6377 6.3×7.7 6.3 7.7 ±0. 3 6.6 6.6 7.3 0.5~0.8 2.1 

0862 8×6.2 8 6.2 
+0.4 

-0.1 
8.3 8.3 8.8 0.5~0.8 2.2 

08A5 8×10.5 8 10.5 0.5 8.3 8.3 9.1 0.8~1.2 3.1 

10A5 10×10.5 10 10.5 0.5 10.3 10.3 11.0 0.8~1.2 4.6 

10C5 10×12.5 10 12.5 0.5 10.3 10.3 11.0 0.8~1.2 4.6 

12D5 12.5×13.5 12.5 13.5 1.0 12.8 12.8 13.8 0.8~1.2 4.6 

1216 12.5×16 12.5 16 1.0 12.8 12.8 13.8 0.8~1.2 4.6 

Rated voltage (V) 6.3 10 16 25 35 50 

6ɲ.3~ɲ 10 
Z(-25Ņ)/Z(+20Ņ) 2 2 2 2 2 2 

Z(-55Ņ)/Z(+20Ņ) 5 4 4 3 3 3 

1ɲ2.5 
Z(-25Ņ)/Z(+20Ņ) 3 3 2 2 2 2 

Z(-55Ņ)/Z(+20Ņ) 10 8 6 4 3 3 

 

CED  Series 
 ̧ Extra L ow Impedance 

 ̧ Load life 2,000 to 3,000 hours at 105Ņ 

 

ALUMINUM ELECTROLYTIC CAPACITOR S 

É Marking  

�• 8„Y 

Safety Vent (�• 8�Ø10.5)  

�€ 6.3„Y 
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